® 20-INCH FULL-SQUARE COLOR 
JVD MONITOR/RECEIVER 
PROFESSIONAL TM ™ 2 0 0 1 U 


Full-Featured Color Stereo Monitor with 
Professional Menus and Closed Captions 


m Rich-Color Black Level Expansion m Apacon Picture Sharpening Circuit 
with Dark Tinted Picture Tube = Comprehensive Input/Output 
m Multi-Lingual Menus Connectors 


m Front Firing Stereo Speakers m Multi-Function Timer 


Professional, Affordable — High Quality 


Viewing! 


The TM-2001U has Enhanced Picture Depth! 


Introducing J VC's TM-2001U, a 20-inch monitor / 
reciever that provides an inexpensive solution for 
your NTSC viewing needs. Using J VC's exclusive 
Black Level Expansion Technology, the TM-2001U 
creates rich blacks and deeper, more vivid colors. 
The Apacon Circuit used by this monitor improves 
picture clarity by sharpening the transitions 
between bright and dark to make every detail crisp 
and sharp. The TM-2001U sports a Dark Tinted 
Picture Tube, which produces greater contrast 
between darks and lights. The Closed Caption 
Decoder with text delivers enhanced power and 
flexibility for applications including CATV, teletext, 
education, and exhibitions. All of these great 
features are at your command through J VC's 
Hyper Scan High Speed menu-driven remote 
control unit. 


e 20-Inch Diagonal Full Square Dark Tinted CRT 

e Excellent picture quality using JVC's exclusive 
Black Level Expansion Technology 

e Front firing speakers for Professional Stereo 
Sound 

e Hyper Scan Remote Control and Scrolling Multi- 
Lingual Menu: English, French, and Spanish 

* Built-in Closed Caption Decoder with Text 

e Picture Sharpening Apacon Circuit for stronger picture 
Clarity and crisp pictures 

e Professional, Easy-to-Use I/O Connectors 
BNC Composite Input, Two AV Input Connectors, RF Input 
(BNC adapter included) 

e Multi-Function timer with Sleep Timer 


Rear Panel 


Color system 


NTSC 


CRT 


20" (diagonally measured, visual size), 
full square (FS) CRT 


Reception Range 


180-CH Frequency Tuner, VHF, UHF 


Power requirement 


120 V AC, 60 Hz 


Power consumption 


1.4A 


Audio output 


1.0W + 1.0W 


Audio speakers 


2 x 3-9/16 inches (5 x 9 cm), front firing 


Dimensions (WxHxD) 


19-7/8 x 17-7/8 x 19-1/2 inches 
503 x 452 x 493 mm 


Weight 


43.8 Ibs. (19.9 kg) 


Closed caption 


provided with Text 


AV input connectors 


Video: BNC x 1 connection w/ BNC adapter 


2 AV Inputs (1 Front, 1 Rear), 1 RF Input 


Audio: 1 Headphone Jack 


Accessories 


BNC connector box, Remote control unit 
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Remote Control Unit 
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® DISTRIBUTED BY 


JVC PROFESSIONAL PRODUCTS COMPANY 
DIVISION OF JVC AMERICAS CORP. 
1700 Valley Road, Wayne, N.J. 07470 
TEL: (973) 317-5000, (800) 582-5825 

FAX: (973) 317-5030 
E-mail: proinfo@jvc.com 


WWW.JVC.COM/PRO 


Design and specifications subject to change without notice. 


Printed in the United States 


